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POWERPOWER
PROCESSING

SYSTEMSAdvanced Battery Advanced Battery 
ChargerCharger

• Smart charger for any battery pack less than 30 volts – radios, small 

electronics, computers & SUAVs

• Cell balancing for lithium battery packs

• Highly reliable with protection against ESD and input voltage spikes

• Multiple AC/DC power input

Features & Benefits

Mission Critical Charger:Mission Critical Charger:

• Voltage Range 2.0V to 30V

• Output 200 Watts Peak Total; 150 

Watts Continuous at 50°C Ambient

• Two Independent Ports

• Complete AC/DC Power Integration

• Enhanced Communication Options

• ESD & HUMVEE Spike Protection

Improved Battery Charger!Improved Battery Charger!

AeroVironment’s new advanced battery charger addresses key 
issues of reliability and ease of use. Cell balancing ensures a 
complete full charge while reducing battery failures. The 
communication features have also been enhanced, allowing for 
remote downloading and communication to a Smart Battery. 

Call today for product pricing & delivery!
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Advanced Battery Charger Technical SpecificationAdvanced Battery Charger Technical Specification

Pow er  
Power Output 200 watts peak total, 150 watts continuous at 50ºC ambient 
Voltage Output 2V to 30V (higher voltages at reduced power) 
Current 10A per port  
# of Cells Up to 7-cell series lithium battery pack 
Ports Two (2); independent or parallel mode 
Interfaces 12V and 24V shared connector HUMVEE connector 
 US 110VAC 3 prong Two charging cables 
DC Input 10VDC to 30VDC 
AC Input  100VAC to 240VAC 50/60Hz (with isolation) 

90VAC – reduced power 
  
Balanc ing  Able to revive an unbalanced pack 
 ~200 mA/cell 
  
Parallel Charg ing 200 watts to one (1) battery 
 Automatic parallel charging power distribution 
  
In terface Fault LED, charging LED, SOC bar graph 
 Diagnostic PC software 
 Firmware upgradeable in the field 
  
Com munications RS-232 connection for historical data download 
 Talks to an AV Smart Battery  
  
Protect ion  ESD protection 
 HUMVEE spike protection - Mil Spec 1275 compliant 
 Replaceable fuse 
 
Env ironm ent 

 

Storage -20ºC to 80ºC  
Operational -20ºC to 50ºC 
Handling Mil-Spec 810F (drop 3 feet onto concrete) 
Water Resistance When closed and not operating 
  
Phys ical Specif icat ion  Grey Pelican Case 1200 
Dimensions 9-3/8” x 7-1/4” x 4-1/8” (24cm x 18.5cm x 10.5cm) 
Weight 8.5 lbs (3.9 kg) including the cable assemblies and adapters 
  
 
 

All specifications are subject to change without notice 


